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§195.264

(2) A device for the emergency shut-
down of each pumping station.

(3) If power is necessary to actuate
the safety devices, an auxiliary power
supply.

(c) Each safety device must be tested
under conditions approximating actual
operations and found to function prop-
erly before the pumping station may be
used.

(d) Except for offshore pipelines,
pumping equipment must be installed
on property that is under the control of
the operator and at least 15.2 m (50 ft)
from the boundary of the pump station.

(e) Adequate fire protection must be
installed at each pump station. If the
fire protection system installed re-
quires the use of pumps, motive power
must be provided for those pumps that
is separate from the power that oper-
ates the station.

[Amdt. 195-22, 46 FR 38360, July 27, 1981, as
amended by Amdt. 195-562, 59 FR 33397, June
28, 1994]

§195.264 Impoundment, protection
against entry, normal/emergency
venting or pressure/vacuum relief
for aboveground breakout tanks.

(a) A means must be provided for
containing hazardous liquids in the
event of spillage or failure of an above-
ground breakout tank.

(b) After October 2, 2000, compliance
with paragraph (a) of this section re-
quires the following for the above-
ground breakout tanks specified:

(1) For tanks built to API Specifica-
tion 12F, API Standard 620, and others
(such as API Standard 650 or its prede-
cessor Standard 12C), the installation
of impoundment must be in accordance
with the following sections of NFPA 30:

(i) Impoundment around a breakout
tank must be installed in accordance
with section 4.3.2.3.2; and

(ii) Impoundment by drainage to a re-
mote impounding area must be in-
stalled in accordance with section
4.3.2.3.1.

(2) For tanks built to API 2510, the
installation of impoundment must be
in accordance with section 5 or 11 of
API 2510 (incorporated by reference, see
§195.3).

(c) Aboveground breakout tank areas
must be adequately protected against
unauthorized entry.
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(d) Normal/emergency relief venting
must be provided for each atmospheric
pressure breakout tank. Pressure/vacu-
um-relieving devices must be provided
for each low-pressure and high-pressure
breakout tank.

(e) For normal/emergency relief vent-
ing and pressure/vacuum-relieving de-
vices installed on aboveground break-
out tanks after October 2, 2000, compli-
ance with paragraph (d) of this section
requires the following for the tanks
specified:

(1) Normal/emergency relief venting
installed on atmospheric pressure
tanks built to API Specification 12F
(incorporated by reference, see §195.3)
must be in accordance with Section 4,
and Appendices B and C, of API Speci-
fication 12F (incorporated by reference,
see §195.3).

(2) Normal/emergency relief venting
installed on atmospheric pressure
tanks (such as those built to API
Standard 650 or its predecessor Stand-
ard 12C) must be in accordance with
API Standard 2000 (incorporated by ref-
erence, see §195.3).

(3) Pressure-relieving and emergency
vacuum-relieving devices installed on
low pressure tanks built to API Stand-
ard 620 (incorporated by reference, see
§195.3) must be in accordance with sec-
tion 9 of API Standard 620 (incor-
porated by reference, see §195.3) and its
references to the normal and emer-
gency venting requirements in API
Standard 2000 (incorporated by ref-
erence, see §195.3).

(4) Pressure and vacuum-relieving de-
vices installed on high pressure tanks
built to API Standard 2510 (incor-
porated by reference, see §195.3) must
be in accordance with sections 7 or 11
of API Standard 2510 (incorporated by
reference, see §195.3).

[Amdt. 195-66, 64 FR 15935, Apr. 2, 1999, as
amended by 195-86, 71 FR 33410, June 9, 2006;
195-94, 75 FR 48606, Aug. 11, 2010]

§195.266 Construction records.

A complete record that shows the fol-
lowing must be maintained by the op-
erator involved for the life of each
pipeline facility:

(a) The total number of girth welds
and the number nondestructively test-
ed, including the number rejected and
the disposition of each rejected weld.

206



		Superintendent of Documents
	2014-08-25T14:20:35-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




